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UNIVER GROUP

GR8
Modular Tooling System

JOINTS
Cross joints

15°151 °°

45°

45°

Subject to change

Tightening torque

25 Nm M8x25
Screw

GR8CJ30C

GR8CJ30C Cross joint 30 for ball mounting

Material:  Aluminium 
Weight:  0,145 kg
Max static load:  80 Nm

GR8CJ30D 25 Nm M8x25

Tightening torque Screw

GR8CJ30D Cross joint 30 D

Material:  Aluminium
Weight:  0,21 kg
Max static load:  200 Nm

The cross joints connect two booms in 15° orientation.  
The possible connections are between:
-30/30 mm booms
-30/45 mm booms
 45/45 mm booms
-70/30 mm booms
-70/45 mm booms
-70/70 mm booms 
The Intelocking  key insert guarantees a high positional precision in 15° steps. 
Without the interlocking insert, the orientation is stepless.

Cross joints
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GR8 
Modular Tooling System

JOINTS 
Cross joints

Subject to change

G
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GR8CJ45C 25 Nm M8x25

Tightening torque Screw 

GR8CJ45C Cross joint 45 for ball mounting

Material:  Aluminium
Weight:  0,230 kg
Max static load:  80 Nm

GR8CJ45D 25 Nm M8x25
Screw 

GR8CJ45D Cross joint 45

Material:  Aluminium
Weight:  0,3 kg
Max static load:  200 Nm

Tightening torque
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UNIVER GROUP

GR8 
Modular Tooling System

JOINTS 
Cross joints

Subject to change

GR8CJ70C 25 Nm M8x25

Tightening torque Screw 

GR8CJ70C Cross joint 70 for ball mounting

Material:  Aluminium
Weight:  0,59 kg
Max static load:  80 Nm

GR8CJ70D 25 Nm M8x25

Tightening torque Screw 

GR8CJ70D Cross joint 70 D

Material:  Aluminium
Weight:  0,62 kg
Max static load:  200 Nm


